(Adopted December 4, 1987)(Amended April 1, 1988)(Amended July 14, 1995)

(PAR March 7, 2008)

PROPOSED AMENDED RULE 1149. STORAGE TANK AND PIPELINE

@

(b)

CLEANING AND DEGASSING

Purpose and Applicability
The purpose of this rule is to reduce Volatile Organic Compounds (VOCs) and

toxics emissions from product changes, cleaning, maintenance, testing, repair and

removal of storage tanks and pipelines. This rule applies to the cleaning and

degassing of a pipeline opened to atmosphere outside the boundaries of afacility,
stationary tank, reservoir, or other container-, storing or last used to store VelatHe

Organie-CompetndsV OCs.

Definitions

Q) CLEANING is the process of washing or rinsing a stationary tank,
reservoir, or other container or removing vapor, sludge, or rinsing liquid
from a stationary tank, reservoir, or other container.

2 DEGASSING is the process of removing organic gases from a stationary
tank, reservair, or other container.

3 EXEMPT COMPOUNDS are defined in Rule 102 -- Definition ©fof
Terms.

(4) FACILITY means any source or group of sources or other air contaminant-
emitting activities that are located on one or more contiguous properties
within the District, in actual physical contact or separated solely by a
public roadway or other public right of way, and are owned by the same
person (or by persons under common control).

(45 LIQUID BALANCING is a process in which an organic liquid having a
Reid vapor pressure subject to this rule is replaced in the storage tank by
an organic liquid with a Reid vapor pressure that is not subject to thisrule.

(56) LIQUID LEAK isthedripping of liquid volatile organic compounds at the
rate of more than three drops per minute.

(67) NATURAL GASisisamixture of hydrocarbons, with at least 80 percent

methane by volume and less than 10 percent by weight VOC, determined
according to test methods specified in paragraph (d)(3).
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(©)

(¥8) VAPOR LEAK is the detection of gaseous volatile organic compounds in
excess of 46,;000-5,000 ppmv, measured as methane. Measdrerments-of

(89) VOLATILE ORGANIC COMPOUND (VOC) is any-velatie-compeound

Requirements

Q) Above-ground-stattonary-tank
WhereaA tank, reservoir, or container of equa or greater capacity and
containing or previously containing any organic liquid with a vapor
pressure equal or greater than in Table 1

Tablel
Capacity and Vapor Pressure Rule Applicability
Capacity
gallons
(liters) Reid Vapor Pressure
500 (1,893) 3.9 ps
26,420 (100,000) 2.6 ps
100,000 (378,500) 0.5 ps
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pressure-of 202 mm-Hg(3:9-pshy-er-shall not be opened to the atmosphere

unless the emissions are controlled by one of the following:

(A)  Liquid balancing which displaces VOC containing vapors to an
approved vapor recovery system resulting in a gaseous VOC
concentration within the tank of less than 5,000 ppmv, measured as

methane; or whteh—resdlts—+a—a—vaper—pressure—tess—than—that

(B) Or other control techniques such that the gaseous VOC
concentration within the tank, reservoir or other container is
reduced to less than 5,000 ppmv, measured as methane, for at least
one hour after degassing operations have ceased.

2 Underground storage tank

The roof of a floating storage tank containing or previously containing a VOC

liquid with a Reid vapor pressure greater than 25 mm Hg (0.5 psi) may not

rest upon its support legs during a product change unless the vapor space
created is vented to a control device approved by the Executive Officer.

3 Pipelines with a diameter of 6 inches or greater containing or previously
containing a liquid with a Reid vapor pressure greater than 134 mm Hg
(2.6 psi) shall not be opened to atmosphere unless the gaseous VOC
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concentration within the pipeline is less than 5,000 ppmv, measured as

methane, for at least one hour after degassing operations have ceased.
3)(4) Equipment used in the cleaning or degassing process shall be free of liquid
and vapor leaks. This includes, but is not limited to: the degassing

equipment, vacuum truck, pumps, hoses, and connections.

5 Vacuum trucks used to remove liquid or vapors from tanks or pipelines
subject to this rule shall not exhaust vapors to the atmosphere greater than
500 ppmv, measured as methane.

{4)(6) Exceptfor-emergency-casesthe-The Didtrict shall be notified of the intent
to degas any tank or pipeline subject to the rule. Initial notifications shall

be submitted in eperator-shall-netify-the-Executive-Officeror-designee-by
telephene a written format approved bv the Executive Officer or designee

ization-at least ene{1)
elaytwo (2) hours and no more than two (2) ten—é]:@)—days prior to the start
of the emptying—degassing operation fer—the—purpese—of—cleaning—or

degassing-any-storage-tank—subject-to-this+ule. The initial notification
shall include:

(A)  Start date and time;

(B) Tank or pipeline owner, address and applicable tank permit
numbers;

(C)  Degassing operator’s name, contact person, telephone number and
applicable control equipment permit numbers; and

(D)  Tank or pipeline capacity, volume of space degassed and materials
stored.

A follow-up notification, using a form approved by the Executive Officer

which is fully completed, including associated notification fees, must be

submitted to the District postmarked, received or delivered no later than

the following business day.
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(7)  The VOC concentration in the exhaust stream of any control device shall
be less than 500 ppmv, measured as methane. When carbon adsorption is
used:

(A)  An organic vapor monitor/anayzer approved by the Executive
Officer or designee shall beinstalled and operated at any exit of the
carbon adsorption device to determine the concentration of
hydrocarbon discharged to the atmosphere.

(B) A person shal not regenerate any spent carbon from a carbon
adsorber unless the regeneration is conducted using equipment
operating under a valid permit to operate issued by the Executive
Officer or designee.

to the tank meeting the reguirements of paragraph (c)(1), shal be

handledstored -erdispesed-ef-in closed containers that are free of liquid
and vapor leaks.

storage tanks shall complete the cleaning and degassing operations in
accordance with the requirements of subparagraph—subdivison ()&
within 14 days of receiving the tanks.

(3210) Records shall be maintained for two (2) years, or five (5) years if the
facility isaTitle V facility, and be made available to the Executive Officer
or designee upon request. The records shall include, but are not limited to:
(A)  All notification requirements under paragraph (¢)(2);
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(AB) Tank owner, and-address and applicable tank permit numbers;

(BC) Tank degassing operator’'s name, permit-rumber—contact person,
and-telephone number_and applicable control equipment permit
numbers;

(€D) Tank capacity, volume of tank space degassed and materials
stored;

(BE) The flow rate and gaseous VOC concentration vented to the
degassing equipment, if applicable;

(EF) The gaseous VOC concentration eentrol-efficiency-of the degassing
equipment _exhaust, if applicable; and

(FG) The total amount of VOC processed in the degassing equipment, if
applicable:.

(d) Test Methods
For the purpose of thisrule, the following test methods shall be used.
D Measurement of gaseous VOC concentrations shall be conducted
according to EPA Reference Method 21 using an appropriate analyzer
calibrated with methane at a distance of 1 cm (0.4 inch) or less from the
source. The probe inlet of the monitoring instrument shall be located 1
foot above the bottom of the tank or 1 foot above the surface of the sludge
material on the bottom of the tank. For upright, cylindrical aboveground
tanks, the probe inlet shall be located at least 2 feet away from the inner
surface of the tank wall. Centrel-eguiprent-efficiency-Hr—+reducingOC

A OND

D /\

(2 Reid vapor pressure is determined by ASTM D 323-90.
(3) The VOC content of gases shall be determined according to ASTM
Method D 1945.

(e Exemptions

(1)
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(2)

emergency-declaration-from-the-adtherized-efficer._ The provisions of this
rule shall not apply to the degassing of less than 100 feet of a pipeline.
The provisions of this rule shall not apply to the degassing of less than

(3)

0.25 miles of a pipeline that contained or previously contained any organic
liquid having a Reid vapor pressure less than 202 mm Hqg (3.9 psi).

(@)

(4)

The provisions of this rule shall not apply to natural gas pipelines.

The provisions of subdivision (¢) shall not apply while connecting or

disconnecting degassing equipment or sampling emissions or purging inert

gas from a pipeline when reintroducing product.
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